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Hurricane Straps

FACE MOUNT HANGERS


Heavy Duty Face Mount Hangers can be used to support headers, joists and trusses in medium load applications.  These connectors can eliminate potential unevenness when installed for floor systems.  Their open-back design allows for the installation of hangers after joists are in place.


Face Mount Hangers are available in 14 Gauge G60 Galvanize Coated Steel.
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FRAMING ANGLES (Heavy Duty Rafter Connector)


Framing Angles are used for strengthening frames in a wide variety of applications or to support joists where stirrup style hangers cannot be installed.  Framing Angles are useful in achieving a continuous load path in high wind and seismic resistant construction.


Framing Angles are available in 14 Gauge G60 Galvanize Coated Steel.





TWIST TIE


Twist Ties are used in various applications to tie framing members together to resist tension and uplift forces. 


Twist Ties are available in 18 Gauge G60 Galvanize Coated Steel and 18 Gauge Stainless Steel.





STRAP TIE (Extended Length)


Strap Ties are used in a wide variety of applications to connect wood framing together to resist tension forces.  They are also fixed over rafters at the roof apex, where rafters butt the ridgepole, to provide added resistance to uplift forces.


Strap Ties are available in 20 Gauge G60 Galvanize Coated Steel and 18 Gauge Stainless Steel.
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You’ve asked for them … We’ve made them available!
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